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MASTER-RING
Stainless steel V2A gasket inserts
Gasket inserts for lining pipes and core drill holes

 One seal against pressurised and non-pressurised water
 Pressure-tight up to 30 m water column, in fi xed and 
secure position up to 50 m 

 Rubber thickness 40 mm 
 Temperature range -30°C to +120°C 
 Steel parts and screws made of V2A stainless steel

Installation: Once the gasket insert has been inserted and the medium pipe has been led through, the 
screws are tightened crosswise. Give each screw one turn and repeat this procedure several times so the 
rubber is pressed out uniformly. Maximum torque M6 = 5 Nm, M8 = 10 Nm, M10 = 15 Nm, 
M12 = 20 Nm. Retighten the nuts after 2–3 hours.

Core drill hole mm
Lining pipe FASO/
WELLO/DURO Plus Art. No.

Medium pipe
in mm

from           to
Pcs.

per pack
Weight
per pc.

Price/pc.
€

50 120080 6 12 1 0.38 kg 42.60
80 120100 20 28 1 0.41 kg 46.90
80 120105 32 40 1 0.42 kg 46.90
100 120110 20 28 1 0.59 kg 50.90
100 120112 25 32 1 0.59 kg 50.90
100 120115 32 40 1 0.64 kg 50.90
100 120120 36 44 1 0.64 kg 50.90
100 120125 46 56 1 0.54 kg 50.90
100 120130 55 65 1 0.52 kg 50.90
125 120145 55 64 1 0.84 kg 64.90
125 120150 70 78 1 0.75 kg 64.90
150 120152 46 54 1 1.37 kg 80.00
150 120153 56 66 1 1.32 kg 80.00
150 120155 69 78 1 1.22 kg 80.00
150 120160 79 91 1 1.18 kg 80.00
150 120165 85 94 1 1.07 kg 80.00
150 120170 98 110 1 0.96 kg 80.00
200 120172 88 103 1 2.00 kg 101.80
200 120175 108 115 1 1.96 kg 101.80
200 120180 116 126 1 1.88 kg 101.80
200 120185 132 141 1 1.63 kg 101.80
200 120190 135 144 1 1.46 kg 101.80
200 120192 150 160 1 1.40 kg 101.80
250 120195 135 144 1 2.90 kg 154.00
250 120197 140 149 1 2.90 kg 154.00
250 120200 150 159 1 2.60 kg 154.00
250 120205 157 162 1 2.60 kg 154.00
250 120210 174 181 1 2.55 kg 154.00
250 120215 178 187 1 2.15 kg 154.00
250 120216 197 202 1 2.10 kg 154.00
250 120218 204 210 1 2.05 kg 154.00
300 120225 193 204 1 3.50 kg 188.00
300 120230 218 226 1 3.15 kg 188.00
350 120235 224 233 1 5.25 kg 293.00
350 120240 249 258 1 4.85 kg 293.00
350 120242 270 282 1 4.55 kg 293.00
400 120245 270 280 1 5.70 kg 384.00
400 120250 279 288 1 5.65 kg 384.00
400 120255 304 313 1 5.10 kg 384.00
400 120260 314 323 1 4.60 kg 384.00
400 120265 320 330 1 4.20 kg 384.00

Additional supply options: Steel parts and screws made of A4 stainless steel
 Rubber made of NBR rubber, or suitable for use in contact with drinking water
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Product description of 
MASTER-RING Multi
Pressure resistant: 30 metre water column = 3 bar

Pressure plate material: V2A 

Screws and nuts: V2A 

Design: Closed ring 

Rubber material: EPDM 

Width of rubber: 40 mm 

Temperature range: -30°C to +120°C  

Resistances:  Excellent resistance to ageing, 
weathering and ozone

MASTER-RING Multi
Gasket inserts with “onion ring” technology
18 installation options with only 3 sizes

MASTER-RING
Multi 100

Art. no. 120 135
Medium pipe in mm

from       to

MASTER-RING
Multi 150

Art. no. 120 171
Medium pipe

MASTER-RING
Multi 200

Art. no. 120 193
Medium pipe

After 
removing 
the inner 
plug

18 – 20 mm   63 mm 110 mm

1st ring 21 – 25 mm   76 mm 125 mm

2nd ring 26 – 30 mm   90 mm 140 mm

3rd ring 31 – 35 mm  110 mm  160 mm

4th ring 36 – 40 mm

5th ring 41 – 45 mm

6th ring 46 – 50 mm  

7th ring 51 – 55 mm  

8th ring 56 – 60 mm  

9th ring 61 – 65 mm  

Weight/pc. 0.64 kg   1.35 kg 2.20 kg

Price/pc. € 55.90   87.80 115.90

Inner plug

3
2

1

Inner plug

3 2
1

Inner plug
1 23 45 67 89

INSTALLATION 
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Only remove the inner plug

1

1. Insert the gasket insert into the 
lining pipe or the core drill hole.

2. Push the medium pipe through

1 + 2

Pushed-through 1st ring

4

After removing the inner plug, 
release the fi rst ring ...

2

Simply cut off the pushed-through 
ring using a cutter

5

... and push it through the gasket 
insert.

3

3. Tighten the screws crosswise through one turn. Repeat this process until 
all screws are tightened to 5 Nm. Retighten the screws after 24 hours.

Multi 100 ready for installation

6

Installation of MASTER-RING Multi
Once you have determined the outer diameter of the pipe to be waterproofed, prepare the MASTER-
RING Multi for installation.

Example for DN 100 core drill 
hole and medium pipe outer 
diameter 18 mm

Example for DN 100 core drill 
hole and medium pipe outer 
diameter 23 mm

Only remove the inner plug

1

Release the fi rst ring and push it 
through the gasket

2

Cut off the pushed-through ring 
using a cutter – the gasket is now 
ready for installation.

3

Example for DN 200 core drill 
hole and medium pipe outer 
diameter 110 mm

Example for DN 200 core drill 
hole and medium pipe outer 
diameter 125 mm

Tightening the MASTER-RING Multi
All 3 types of screw should be tightened to a torque of 5 Nm.

Always tighten screws 
crosswise, screws 1 to 6 
in this example.

1

2

3

45

Example: Multi 100

Example: Multi 200

3
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MASTER-RING Multiple
V2A stainless steel multiple wall duct gasket inserts 
for cables and pipes 

 Pressure-tight up to 10 m water column
 Rubber thickness 40 mm 
 Steel parts and screws made of V2A stainless steel

Core drill hole
Lining pipe FASO/
WELLO/DURO Plus Art. No.

Cable outer 
diameter mm

Pipe outer 
diameter mm Weight

per pc.

Price/pc.
€ incl. 

2 boreholes

50 120515 4 - 20 0.39 81.60
80 120410 4 - 33 40 + 42 0.43 95.70
100 120415 4 - 33 40 + 42 + 50 0.62 104.10
125 120420 4 - 33 40 + 42 + 50 0.93 139.00
150 120425 4 - 33 40 + 42 + 50 1.31 174.00

120495 Additional borehole 12.00

MASTER-RING Multiple Standard
Stock item with 7 standard boreholes, stainless steel V2A 

Core drill hole
Lining pipe FASO/
WELLO/DURO Plus Art. No. Design

Weight
per pc.

Price/pc.
€

100 120417 7 standard boreholes
 1x8 mm 2x10 mm 
 1x12 mm 1x14 mm
 1x16 mm 1x18 mm

0.60 103.70

Stainless steel V2A blind plugs
for core drill hole and lining pipe 

 Pressure-tight
     80 – 200 mm = 30 m water column
 250 – 300 mm = 10 m water column

 Rubber thickness 40 mm
 Steel parts and screws made of V2A stainless steel

DN Art. No. Pcs. per pack Weight / kg Price/pc. €

80 120520 1 0.49 55.20

100 120525 1 0.75 61.00

125 120530 1 1.25 71.30

150 120535 1 2.10 84.50

200 120540 1 3.40 112.00

250 120545 1 6.10 376.00

300 120550 1 8.80 526.00

Blind plugs up to DN 1500 mm available on request

Split version

Split version

Mounted
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Protection of the core drill hole with epoxy resin
 PROTECT EP resin ensures lasting preservation of the core drill hole
 Application on dry substrate

Art. No. Presentation Packaging Weight/kg Price/l €

040020 PROTECT EP resin
Epoxy resin

800 ml component A
200 ml component B

1.30 kg
per set

25.20

Dusting of the core drill hole Applying PROTECT EP resin Permanently protected by 
PROTECT EP resin

Special versions
MASTER-RING split

MASTER-RING soft
for corrugated pipes and pipes with sensitive outer shell

Split version Price on request

Rubber 2 x 40 mm Price on request

Mounting the split version

Installation of MASTER-RING soft
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